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Food Safety and Inspection Service, USDA § 354.225

through flooring above or fall from col-
lecting surfaces on equipment or ex-
posed product.

§ 354.223 Drainage and plumbing. 

There shall be an efficient drainage 
and plumbing system for the plant and 
premises. 

(a) Drains and gutters. All drains and 
gutters shall be properly installed with 
approved traps and vents. The drainage 
and plumbing system must permit the 
quick runoff of all water from plant 
buildings, and surface water around the 
plant and on the premises, and all such 
water shall be disposed of in such a 
manner as to prevent a nuisance or 
health hazard. 

(b) Sewage and plant wastes. (1) The 
sewerage system shall have adequate 
slope and capacity to remove readily 
all waste from the various processing 
operations and to minimize, and if pos-
sible to prevent, stoppage and sur-
charging of the system. 

(2) Grease traps which are connected 
with the sewerage system shall be suit-
ably located but not near any edible 
products department or in any area 
where products are unloaded from or 
loaded into vehicles. To facilitate 
cleaning, such traps shall have inclined 
bottoms and be provided with suitable 
covers. 

(3) Toilet soil lines shall be separate 
from house drainage lines to a point 
outside the buildings unless they are 
positively trapped to prevent backing 
up. Drainage from toilet bowls and uri-
nals shall not be discharged into a 
grease catch basin. 

(4) All floor drains shall be equipped 
with traps, constructed so as to mini-
mize clogging, and the plumbing shall 
be so installed as to prevent sewerage 
from backing up and from flooding the 
floor. 

(5) Floor drainage lines should be of 
metal and at least 4 inches in diameter 
and open into main drains of at least 6 
inches in diameter and shall be prop-
erly vented to outside air. 

(6) Where refrigerators are equipped 
with drains, such drains should be 
properly trapped and should discharge 
through an air gap into the sewer sys-
tem. All new installations, and all re-
placements, or refrigerators equipped 

with drains shall meet these require-
ments.

§ 354.224 Water supply. 

The water supply shall be ample, 
clean, and potable with adequate facili-
ties for its distribution in the plant 
and its protection against contamina-
tion and pollution. 

(a) Hot water at a temperature not 
less than 180 °F. shall be available for 
sanitation purposes. 

(b) Hose connections with steam and 
water mixing valves or hot water hose 
connections shall be provided at con-
venient locations throughout the plant 
for cleaning purposes. 

(c) The refuse rooms shall be pro-
vided with adequate facilities for wash-
ing refuse cans and other equipment in 
the rooms; the rooms, cans, and equip-
ment shall be cleaned after each day’s 
use.

§ 354.225 Lavatory accommodations. 

Modern lavatory accommodations 
and properly located facilities for 
cleaning utensils and hands shall be 
provided. 

(a) Adequate lavatory and toilet ac-
commodations, including, but not 
being limited to, running hot water 
and cold water, soap, and towels, shall 
be provided. Such accommodations 
shall be in or near toilet and locker 
rooms and also at such other places in 
the plant as may be essential to the 
cleanliness of all personnel handling 
products. 

(b) Sufficient metal containers shall 
be provided for used towels and other 
wastes. 

(c) An adequate number of hand 
washing facilities serving areas where 
dressed rabbits and edible products are 
prepared shall be operated by other 
than hand-operated controls, or shall 
be of a continuous flow type which pro-
vides an adequate flow of water for 
washing hands. 

(d) Durable signs shall be posted con-
spicuously in each toilet room and 
locker room directing employees to 
wash their hands before returning to 
work. 

(e) Toilet facilities shall be provided 
according to the following formula:
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